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Project:

GeoLogismiki

Geotechnical Engineers

Merarhias 56

http://www.geologismiki.gr

Total depth: 12.42 m, Date: 06/10/2019

Surface Elevation: 0.00 m

Coords: X:0.00, Y:0.00

Cone Type: Uknown

Cone Operator: Uknown

CPT: CPT-01

Location:

The plot below presents the cross correlation coeficient between the raw qc and fs values (as measured on the field). X axes presents the lag
distance (one lag is the distance between two sucessive CPT measurements).
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Location:

The plot below presents the cross correlation coeficient between the raw qc and fs values (as measured on the field). X axes presents the lag
distance (one lag is the distance between two sucessive CPT measurements).
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The plot below presents the cross correlation coeficient between the raw qc and fs values (as measured on the field). X axes presents the lag
distance (one lag is the distance between two sucessive CPT measurements).
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The plot below presents the cross correlation coeficient between the raw qc and fs values (as measured on the field). X axes presents the lag
distance (one lag is the distance between two sucessive CPT measurements).
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The plot below presents the cross correlation coeficient between the raw qc and fs values (as measured on the field). X axes presents the lag
distance (one lag is the distance between two sucessive CPT measurements).
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The plot below presents the cross correlation coeficient between the raw qc and fs values (as measured on the field). X axes presents the lag
distance (one lag is the distance between two sucessive CPT measurements).
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The plot below presents the cross correlation coeficient between the raw qc and fs values (as measured on the field). X axes presents the lag
distance (one lag is the distance between two sucessive CPT measurements).

CPeT-IT v.2.0.1.16 - CPTU data presentation & interpretation software - Report created on: 06/12/2019, 16:32:34 1

Project file: 



Project:

GeoLogismiki

Geotechnical Engineers

Merarhias 56

http://www.geologismiki.gr

Total depth: 15.05 m, Date: 06/12/2019

Surface Elevation: 0.00 m

Coords: X:0.00, Y:0.00

Cone Type: Uknown

Cone Operator: Uknown

CPT: CPT-04 INT

Location:

SBT - Bq plots

SBT legend

1. Sensitive fine grained

2. Organic material

3. Clay to silty clay

4. Clayey silt to silty clay

5. Silty sand to sandy silt

6. Clean sand to silty sand

7. Gravely sand to sand

8. Very stiff sand to clayey sand

9. Very stiff fine grained

CPeT-IT v.2.0.1.16 - CPTU data presentation & interpretation software - Report created on: 06/12/2019, 16:32:34 2

Project file: 



Project:

GeoLogismiki

Geotechnical Engineers

Merarhias 56

http://www.geologismiki.gr

Location:

Total depth: 15.05 m, Date: 06/12/2019

Surface Elevation: 0.00 m

Coords: X:0.00, Y:0.00

Cone Type: Uknown

Cone Operator: Uknown

CPT: CPT-04 INT

SBTn legend

1. Sensitive fine grained

2. Organic material

3. Clay to silty clay

4. Clayey silt to silty clay

5. Silty sand to sandy silt

6. Clean sand to silty sand

7. Gravely sand to sand

8. Very stiff sand to clayey sand

9. Very stiff fine grained

SBT - Bq plots (normalized)

CPeT-IT v.2.0.1.16 - CPTU data presentation & interpretation software - Report created on: 06/12/2019, 16:32:34 3

Project file: 



Project:

GeoLogismiki

Geotechnical Engineers

Merarhias 56

http://www.geologismiki.gr

Total depth: 15.05 m, Date: 06/12/2019

Surface Elevation: 0.00 m

Coords: X:0.00, Y:0.00

Cone Type: Uknown

Cone Operator: Uknown

CPT: CPT-04 INT

Location:

Bq plots (Schneider)

CPeT-IT v.2.0.1.16 - CPTU data presentation & interpretation software - Report created on: 06/12/2019, 16:32:34 4

Project file: 



Project:

GeoLogismiki

Geotechnical Engineers

Merarhias 56

http://www.geologismiki.gr

Total depth: 15.05 m, Date: 06/12/2019

Surface Elevation: 0.00 m

Coords: X:0.00, Y:0.00

Cone Type: Uknown

Cone Operator: Uknown

CPT: CPT-04 INT

Location:

CPeT-IT v.2.0.1.16 - CPTU data presentation & interpretation software - Report created on: 06/12/2019, 16:32:34

Project file: 

5



Project:

GeoLogismiki

Geotechnical Engineers

Merarhias 56

http://www.geologismiki.gr

Total depth: 15.05 m, Date: 06/12/2019

Surface Elevation: 0.00 m

Coords: X:0.00, Y:0.00

Cone Type: Uknown

Cone Operator: Uknown

CPT: CPT-04 INT

Location:

SBT legend

1. Sensitive fine grained

2. Organic material

3. Clay to silty clay

4. Clayey silt to silty clay

5. Silty sand to sandy silt

6. Clean sand to silty sand

7. Gravely sand to sand

8. Very stiff sand to clayey sand

9. Very stiff fine grained

CPeT-IT v.2.0.1.16 - CPTU data presentation & interpretation software - Report created on: 06/12/2019, 16:32:35 6

Project file: 



Project:

GeoLogismiki

Geotechnical Engineers

Merarhias 56

http://www.geologismiki.gr

Total depth: 15.05 m, Date: 06/12/2019

Surface Elevation: 0.00 m

Coords: X:0.00, Y:0.00

Cone Type: Uknown

Cone Operator: Uknown

CPT: CPT-04 INT

Location:

SBTn legend

1. Sensitive fine grained

2. Organic material

3. Clay to silty clay

4. Clayey silt to silty clay

5. Silty sand to sandy silt

6. Clean sand to silty sand

7. Gravely sand to sand

8. Very stiff sand to clayey sand

9. Very stiff fine grained

CPeT-IT v.2.0.1.16 - CPTU data presentation & interpretation software - Report created on: 06/12/2019, 16:32:35 7

Project file: 



Project:

GeoLogismiki

Geotechnical Engineers

Merarhias 56

http://www.geologismiki.gr

Total depth: 15.05 m, Date: 06/12/2019

Surface Elevation: 0.00 m

Coords: X:0.00, Y:0.00

Cone Type: Uknown

Cone Operator: Uknown

CPT: CPT-04 INT

Location:

Mod. SBTn legend

1. CCS: ClayLike - Contractive, Sensitive

2. CC: Clay-like - Contractive

3. CD: Clay-Like: Dilative

4. TC: Transitional - Contractive

5. TD: Transitional - Dilative

6. SC: Sand-like - Contractive

7. SD: Sand-like - Dilative

CPeT-IT v.2.0.1.16 - CPTU data presentation & interpretation software - Report created on: 06/12/2019, 16:32:35 8

Project file: 



Project:

GeoLogismiki

Geotechnical Engineers

Merarhias 56

http://www.geologismiki.gr

Total depth: 15.05 m, Date: 06/12/2019

Surface Elevation: 0.00 m

Coords: X:0.00, Y:0.00

Cone Type: Uknown

Cone Operator: Uknown

CPT: CPT-04 INT

Location:

Updated SBTn plots

CCS:
CC:
CD:
TC:
TD:
SC:
SD:

Clay-like - Contractive - Sensitive
Clay-like - Contractive
Clay-like - Dilative
Transitional - Contractive
Transitional - Dilative
Sand-like - Contractive
Sand-like - Dilative

CPeT-IT v.2.0.1.16 - CPTU data presentation & interpretation software - Report created on: 06/12/2019, 16:32:35 9

Project file: 



Project:

GeoLogismiki

Geotechnical Engineers

Merarhias 56

http://www.geologismiki.gr

Total depth: 15.05 m, Date: 06/12/2019

Surface Elevation: 0.00 m

Coords: X:0.00, Y:0.00

Cone Type: Uknown

Cone Operator: Uknown

CPT: CPT-04 INT

Location:

Calculation parameters

Phi: Based on Kulhawy & Mayne (1990)

User defined estimation data

CPeT-IT v.2.0.1.16 - CPTU data presentation & interpretation software - Report created on: 06/12/2019, 16:32:35 10

Project file: 



Project:

GeoLogismiki

Geotechnical Engineers

Merarhias 56

http://www.geologismiki.gr

Total depth: 15.05 m, Date: 06/12/2019

Surface Elevation: 0.00 m

Coords: X:0.00, Y:0.00

Cone Type: Uknown

Cone Operator: Uknown

CPT: CPT-04 INT

Location:

Calculation parameters

User defined estimation data

Flat Dilatometer Test data

CPeT-IT v.2.0.1.16 - CPTU data presentation & interpretation software - Report created on: 06/12/2019, 16:32:35 11

Project file: 



Project:

GeoLogismiki

Geotechnical Engineers

Merarhias 56

http://www.geologismiki.gr

Total depth: 15.05 m, Date: 06/12/2019

Surface Elevation: 0.00 m

Coords: X:0.00, Y:0.00

Cone Type: Uknown

Cone Operator: Uknown

CPT: CPT-04 INT

Location:

Calculation parameters

User defined estimation data

CPeT-IT v.2.0.1.16 - CPTU data presentation & interpretation software - Report created on: 06/12/2019, 16:32:35 12

Project file: 



 

 

 

 

034033P207 



Project:

GeoLogismiki

Geotechnical Engineers

Merarhias 56

http://www.geologismiki.gr

Total depth: 10.70 m, Date: 06/12/2019

Surface Elevation: 0.00 m

Coords: X:0.00, Y:0.00

Cone Type: Uknown

Cone Operator: Uknown

CPT: CPT-05 INT

Location:

The plot below presents the cross correlation coeficient between the raw qc and fs values (as measured on the field). X axes presents the lag
distance (one lag is the distance between two sucessive CPT measurements).
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