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TROMINO
®
 Grilla 

  www.tromino.it  

MALALBERGO_MS, MS 2018 TR6                   037035P201HVSR249 
 
Instrument: TRZ-0108/01-10   
Start recording: 09/03/18 10:19:23 End recording:   09/03/18 11:19:23 
Channel labels:    NORTH SOUTH;   EAST  WEST ;   UP    DOWN  
Trace length:      1h00'00''.  Analysis performed on the entire trace. 
Sampling rate:    128 Hz 
Window size:  60 s 
Smoothing type: Triangular window 
Smoothing:  10% 
 

HORIZONTAL TO VERTICAL SPECTRAL RATIO 

 
 

H/V TIME HISTORY 
 

 
 

 
DIRECTIONAL H/V 

 

 
 

 
SINGLE COMPONENT SPECTRA 

 



TROMINO
®
 Grilla 

  www.tromino.it  

[According to the SESAME, 2005 guidelines. Please read carefully the Grilla manual before interpreting 

the following tables.] 
  
 

 
Max. H/V at 0.86 ± 0.03 Hz (in the range 0.1 - 20.0 Hz). 

 

 

 
Criteria for a reliable H/V curve 

[All 3 should be fulfilled] 

 
f0 > 10 / Lw 0.86 > 0.17 OK  

nc(f0) > 200 3093.8 > 200 OK  

σA(f) < 2 for 0.5f0 < f < 2f0 if  f0 > 0.5Hz 

σA(f) < 3 for 0.5f0 < f < 2f0 if  f0 < 0.5Hz 

Exceeded  0 out of  84 times OK  

 
Criteria for a clear H/V peak 
[At least 5 out of 6 should be fulfilled] 

 
Exists f

 -
 in  [f0/4, f0] | AH/V(f

 -
) < A0 / 2   NO 

Exists f
 +

 in  [f0, 4f0] | AH/V(f
 +

) < A0 / 2 1.281 Hz OK  

A0 > 2  1.97 > 2  NO 

fpeak[AH/V(f) ± σA(f)] = f0 ± 5% |0.01473| < 0.05 OK  

σf < ε(f0) 0.01266 < 0.12891 OK  

σA(f0) < θ(f0) 0.3072 < 2.0 OK  

 

Lw  
nw  

nc = Lw nw f0  
f 

 f0  
σf  

ε(f0) 
A0 

AH/V(f) 
f 

– 

f 
+ 

σA(f) 
 

σlogH/V(f) 

θ(f0) 

window length 
number of windows used in the analysis 
number of significant cycles 
current frequency 
H/V peak frequency 
standard deviation of H/V peak frequency 

threshold value for the stability condition σf < ε(f0) 
H/V peak amplitude at frequency f0 

H/V curve amplitude at frequency f 
frequency between f0/4 and f0 for which AH/V(f 

-
) < A0/2 

frequency between f0 and 4f0 for which AH/V(f 
+
) < A0/2 

standard deviation of AH/V(f), σA(f) is the factor by which the mean AH/V(f) curve should 
be multiplied or divided 
standard deviation of log AH/V(f) curve 

threshold value for the stability condition σA(f) < θ(f0) 

 

Threshold values for σf and σA(f0) 
Freq. range [Hz] < 0.2 0.2 – 0.5 0.5 – 1.0 1.0 – 2.0 > 2.0 

ε(f0) [Hz] 0.25 f0 0.2 f0 0.15 f0 0.10 f0 0.05 f0 

θ(f0) for σA(f0) 3.0 2.5 2.0 1.78 1.58 

log θ(f0) for σlogH/V(f0) 0.48 0.40 0.30 0.25 0.20 
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TROMINO
®
 Grilla 

  www.tromino.it  

MALALBERGO_MS, MS 2018 TR3                   037035P202HVSR251 
 
Instrument: TRZ-0108/01-10   
Start recording: 08/02/18 11:37:45 End recording:   08/02/18 11:57:46 
Channel labels:    NORTH SOUTH;   EAST  WEST ;   UP    DOWN  
Trace length:      0h20'00''.  Analyzed 53% trace (manual window selection) 
Sampling rate:    128 Hz 
Window size:  20 s 
Smoothing type: Triangular window 
Smoothing:  10% 
 

HORIZONTAL TO VERTICAL SPECTRAL RATIO 

 
 

H/V TIME HISTORY 
 

 
 

 
DIRECTIONAL H/V 

 

 
 

 
SINGLE COMPONENT SPECTRA 

 



TROMINO
®
 Grilla 

  www.tromino.it  

[According to the SESAME, 2005 guidelines. Please read carefully the Grilla manual before interpreting 

the following tables.] 
  
 

 
Max. H/V at 0.59 ± 0.04 Hz (in the range 0.1 - 20.0 Hz). 

 

 

 
Criteria for a reliable H/V curve 

[All 3 should be fulfilled] 

 
f0 > 10 / Lw 0.59 > 0.50 OK  

nc(f0) > 200 380.0 > 200 OK  

σA(f) < 2 for 0.5f0 < f < 2f0 if  f0 > 0.5Hz 

σA(f) < 3 for 0.5f0 < f < 2f0 if  f0 < 0.5Hz 

Exceeded  0 out of  30 times OK  

 
Criteria for a clear H/V peak 
[At least 5 out of 6 should be fulfilled] 

 
Exists f

 -
 in  [f0/4, f0] | AH/V(f

 -
) < A0 / 2   NO 

Exists f
 +

 in  [f0, 4f0] | AH/V(f
 +

) < A0 / 2 1.281 Hz OK  

A0 > 2  1.89 > 2  NO 

fpeak[AH/V(f) ± σA(f)] = f0 ± 5% |0.03206| < 0.05 OK  

σf < ε(f0) 0.01904 < 0.08906 OK  

σA(f0) < θ(f0) 0.4858 < 2.0 OK  

 

Lw  
nw  

nc = Lw nw f0  
f 

 f0  
σf  

ε(f0) 
A0 

AH/V(f) 
f 

– 

f 
+ 

σA(f) 
 

σlogH/V(f) 

θ(f0) 

window length 
number of windows used in the analysis 
number of significant cycles 
current frequency 
H/V peak frequency 
standard deviation of H/V peak frequency 

threshold value for the stability condition σf < ε(f0) 
H/V peak amplitude at frequency f0 

H/V curve amplitude at frequency f 
frequency between f0/4 and f0 for which AH/V(f 

-
) < A0/2 

frequency between f0 and 4f0 for which AH/V(f 
+
) < A0/2 

standard deviation of AH/V(f), σA(f) is the factor by which the mean AH/V(f) curve should 
be multiplied or divided 
standard deviation of log AH/V(f) curve 

threshold value for the stability condition σA(f) < θ(f0) 

 

Threshold values for σf and σA(f0) 
Freq. range [Hz] < 0.2 0.2 – 0.5 0.5 – 1.0 1.0 – 2.0 > 2.0 

ε(f0) [Hz] 0.25 f0 0.2 f0 0.15 f0 0.10 f0 0.05 f0 

θ(f0) for σA(f0) 3.0 2.5 2.0 1.78 1.58 

log θ(f0) for σlogH/V(f0) 0.48 0.40 0.30 0.25 0.20 
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TROMINO
®
 Grilla 

  www.tromino.it  

MALALBERGO_MS, MS 2018 TR4                   037035P203HVSR253 
 
Instrument: TRZ-0108/01-10   
Start recording: 08/02/18 13:41:41 End recording:   08/02/18 14:01:42 
Channel labels:    NORTH SOUTH;   EAST  WEST ;   UP    DOWN  
Trace length:      0h20'00''.  Analyzed 72% trace (manual window selection) 
Sampling rate:    128 Hz 
Window size:  20 s 
Smoothing type: Triangular window 
Smoothing:  10% 
 

HORIZONTAL TO VERTICAL SPECTRAL RATIO 

 
 

H/V TIME HISTORY 
 

 
 

 
DIRECTIONAL H/V 

 

 
 

 
SINGLE COMPONENT SPECTRA 

 



TROMINO
®
 Grilla 

  www.tromino.it  

[According to the SESAME, 2005 guidelines. Please read carefully the Grilla manual before interpreting 

the following tables.] 
  
 

 
Max. H/V at 0.75 ± 0.07 Hz (in the range 0.1 - 20.0 Hz). 

 

 

 
Criteria for a reliable H/V curve 

[All 3 should be fulfilled] 

 
f0 > 10 / Lw 0.75 > 0.50 OK  

nc(f0) > 200 645.0 > 200 OK  

σA(f) < 2 for 0.5f0 < f < 2f0 if  f0 > 0.5Hz 

σA(f) < 3 for 0.5f0 < f < 2f0 if  f0 < 0.5Hz 

Exceeded  0 out of  37 times OK  

 
Criteria for a clear H/V peak 
[At least 5 out of 6 should be fulfilled] 

 
Exists f

 -
 in  [f0/4, f0] | AH/V(f

 -
) < A0 / 2   NO 

Exists f
 +

 in  [f0, 4f0] | AH/V(f
 +

) < A0 / 2 1.281 Hz OK  

A0 > 2  1.64 > 2  NO 

fpeak[AH/V(f) ± σA(f)] = f0 ± 5% |0.04567| < 0.05 OK  

σf < ε(f0) 0.03425 < 0.1125 OK  

σA(f0) < θ(f0) 0.5226 < 2.0 OK  

 

Lw  
nw  

nc = Lw nw f0  
f 

 f0  
σf  

ε(f0) 
A0 

AH/V(f) 
f 

– 

f 
+ 

σA(f) 
 

σlogH/V(f) 

θ(f0) 

window length 
number of windows used in the analysis 
number of significant cycles 
current frequency 
H/V peak frequency 
standard deviation of H/V peak frequency 

threshold value for the stability condition σf < ε(f0) 
H/V peak amplitude at frequency f0 

H/V curve amplitude at frequency f 
frequency between f0/4 and f0 for which AH/V(f 

-
) < A0/2 

frequency between f0 and 4f0 for which AH/V(f 
+
) < A0/2 

standard deviation of AH/V(f), σA(f) is the factor by which the mean AH/V(f) curve should 
be multiplied or divided 
standard deviation of log AH/V(f) curve 

threshold value for the stability condition σA(f) < θ(f0) 

 

Threshold values for σf and σA(f0) 
Freq. range [Hz] < 0.2 0.2 – 0.5 0.5 – 1.0 1.0 – 2.0 > 2.0 

ε(f0) [Hz] 0.25 f0 0.2 f0 0.15 f0 0.10 f0 0.05 f0 

θ(f0) for σA(f0) 3.0 2.5 2.0 1.78 1.58 

log θ(f0) for σlogH/V(f0) 0.48 0.40 0.30 0.25 0.20 
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MALALBERGO_MS, MS 2018 TR5                   037035P204HVSR255 
 
Instrument: TRZ-0108/01-10   
Start recording: 08/02/18 15:36:35 End recording:   08/02/18 15:56:35 
Channel labels:    NORTH SOUTH;   EAST  WEST ;   UP    DOWN  
Trace length:      0h20'00''.  Analyzed 85% trace (manual window selection) 
Sampling rate:    128 Hz 
Window size:  20 s 
Smoothing type: Triangular window 
Smoothing:  10% 
 

HORIZONTAL TO VERTICAL SPECTRAL RATIO 

 
 

H/V TIME HISTORY 
 

 
 

 
DIRECTIONAL H/V 

 

 
 

SINGLE COMPONENT SPECTRA 

 



TROMINO
®
 Grilla 

  www.tromino.it  

[According to the SESAME, 2005 guidelines. Please read carefully the Grilla manual before interpreting 

the following tables.] 
  
 

 
Max. H/V at 0.91 ± 0.05 Hz (in the range 0.1 - 20.0 Hz). 

 

 

 
Criteria for a reliable H/V curve 

[All 3 should be fulfilled] 

 
f0 > 10 / Lw 0.91 > 0.50 OK  

nc(f0) > 200 924.4 > 200 OK  

σA(f) < 2 for 0.5f0 < f < 2f0 if  f0 > 0.5Hz 

σA(f) < 3 for 0.5f0 < f < 2f0 if  f0 < 0.5Hz 

Exceeded  0 out of  44 times OK  

 
Criteria for a clear H/V peak 
[At least 5 out of 6 should be fulfilled] 

 
Exists f

 -
 in  [f0/4, f0] | AH/V(f

 -
) < A0 / 2   NO 

Exists f
 +

 in  [f0, 4f0] | AH/V(f
 +

) < A0 / 2 1.406 Hz OK  

A0 > 2  1.95 > 2  NO 

fpeak[AH/V(f) ± σA(f)] = f0 ± 5% |0.0271| < 0.05 OK  

σf < ε(f0) 0.02456 < 0.13594 OK  

σA(f0) < θ(f0) 0.4555 < 2.0 OK  

 

Lw  
nw  

nc = Lw nw f0  
f 

 f0  
σf  

ε(f0) 
A0 

AH/V(f) 
f 

– 

f 
+ 

σA(f) 
 

σlogH/V(f) 

θ(f0) 

window length 
number of windows used in the analysis 
number of significant cycles 
current frequency 
H/V peak frequency 
standard deviation of H/V peak frequency 

threshold value for the stability condition σf < ε(f0) 
H/V peak amplitude at frequency f0 

H/V curve amplitude at frequency f 
frequency between f0/4 and f0 for which AH/V(f 

-
) < A0/2 

frequency between f0 and 4f0 for which AH/V(f 
+
) < A0/2 

standard deviation of AH/V(f), σA(f) is the factor by which the mean AH/V(f) curve should 
be multiplied or divided 
standard deviation of log AH/V(f) curve 

threshold value for the stability condition σA(f) < θ(f0) 

 

Threshold values for σf and σA(f0) 
Freq. range [Hz] < 0.2 0.2 – 0.5 0.5 – 1.0 1.0 – 2.0 > 2.0 

ε(f0) [Hz] 0.25 f0 0.2 f0 0.15 f0 0.10 f0 0.05 f0 

θ(f0) for σA(f0) 3.0 2.5 2.0 1.78 1.58 

log θ(f0) for σlogH/V(f0) 0.48 0.40 0.30 0.25 0.20 
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MALALBERGO_MS, MS 2018 TR11                  037035P205HVSR257 
 
Instrument: TRZ-0108/01-10   
Start recording: 23/03/18 09:47:33 End recording:   23/03/18 10:47:34 
Channel labels:    NORTH SOUTH;   EAST  WEST ;   UP    DOWN  
Trace length:      1h00'00''.  Analyzed 95% trace (manual window selection) 
Sampling rate:    128 Hz 
Window size:  60 s 
Smoothing type: Triangular window 
Smoothing:  10% 
 

HORIZONTAL TO VERTICAL SPECTRAL RATIO 

 
 

H/V TIME HISTORY 
 

 
 

 
DIRECTIONAL H/V 

 

 
 

 
SINGLE COMPONENT SPECTRA 

 



TROMINO
®
 Grilla 

  www.tromino.it  

[According to the SESAME, 2005 guidelines. Please read carefully the Grilla manual before interpreting 

the following tables.] 
  
 

 
Max. H/V at 0.94 ± 0.07 Hz (in the range 0.1 - 20.0 Hz). 

 

 

 
Criteria for a reliable H/V curve 

[All 3 should be fulfilled] 

 
f0 > 10 / Lw 0.94 > 0.17 OK  

nc(f0) > 200 3206.3 > 200 OK  

σA(f) < 2 for 0.5f0 < f < 2f0 if  f0 > 0.5Hz 

σA(f) < 3 for 0.5f0 < f < 2f0 if  f0 < 0.5Hz 

Exceeded  0 out of  91 times OK  

 
Criteria for a clear H/V peak 
[At least 5 out of 6 should be fulfilled] 

 
Exists f

 -
 in  [f0/4, f0] | AH/V(f

 -
) < A0 / 2   NO 

Exists f
 +

 in  [f0, 4f0] | AH/V(f
 +

) < A0 / 2 2.156 Hz OK  

A0 > 2  1.65 > 2  NO 

fpeak[AH/V(f) ± σA(f)] = f0 ± 5% |0.03541| < 0.05 OK  

σf < ε(f0) 0.0332 < 0.14063 OK  

σA(f0) < θ(f0) 0.2508 < 2.0 OK  

 

Lw  
nw  

nc = Lw nw f0  
f 

 f0  
σf  

ε(f0) 
A0 

AH/V(f) 
f 

– 

f 
+ 

σA(f) 
 

σlogH/V(f) 

θ(f0) 

window length 
number of windows used in the analysis 
number of significant cycles 
current frequency 
H/V peak frequency 
standard deviation of H/V peak frequency 

threshold value for the stability condition σf < ε(f0) 
H/V peak amplitude at frequency f0 

H/V curve amplitude at frequency f 
frequency between f0/4 and f0 for which AH/V(f 

-
) < A0/2 

frequency between f0 and 4f0 for which AH/V(f 
+
) < A0/2 

standard deviation of AH/V(f), σA(f) is the factor by which the mean AH/V(f) curve should 
be multiplied or divided 
standard deviation of log AH/V(f) curve 

threshold value for the stability condition σA(f) < θ(f0) 

 

Threshold values for σf and σA(f0) 
Freq. range [Hz] < 0.2 0.2 – 0.5 0.5 – 1.0 1.0 – 2.0 > 2.0 

ε(f0) [Hz] 0.25 f0 0.2 f0 0.15 f0 0.10 f0 0.05 f0 

θ(f0) for σA(f0) 3.0 2.5 2.0 1.78 1.58 

log θ(f0) for σlogH/V(f0) 0.48 0.40 0.30 0.25 0.20 
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MALALBERGO_MS, MS 2018 TR12                  037035P206HVSR259 
 
Instrument: TRZ-0108/01-10   
Start recording: 23/03/18 12:20:23 End recording:   23/03/18 12:40:24 
Channel labels:    NORTH SOUTH;   EAST  WEST ;   UP    DOWN  
Trace length:      0h20'00''.  Analyzed 88% trace (manual window selection) 
Sampling rate:    128 Hz 
Window size:  20 s 
Smoothing type: Triangular window 
Smoothing:  10% 
 

HORIZONTAL TO VERTICAL SPECTRAL RATIO 

 
 

H/V TIME HISTORY 
 

 
 

 
DIRECTIONAL H/V 

 

 
 

 
SINGLE COMPONENT SPECTRA 
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[According to the SESAME, 2005 guidelines. Please read carefully the Grilla manual before interpreting 

the following tables.] 
  
 

 
Max. H/V at 0.84 ± 0.04 Hz (in the range 0.1 - 20.0 Hz). 

 

 

 
Criteria for a reliable H/V curve 

[All 3 should be fulfilled] 

 
f0 > 10 / Lw 0.84 > 0.50 OK  

nc(f0) > 200 894.4 > 200 OK  

σA(f) < 2 for 0.5f0 < f < 2f0 if  f0 > 0.5Hz 

σA(f) < 3 for 0.5f0 < f < 2f0 if  f0 < 0.5Hz 

Exceeded  0 out of  42 times OK  

 
Criteria for a clear H/V peak 
[At least 5 out of 6 should be fulfilled] 

 
Exists f

 -
 in  [f0/4, f0] | AH/V(f

 -
) < A0 / 2   NO 

Exists f
 +

 in  [f0, 4f0] | AH/V(f
 +

) < A0 / 2 1.281 Hz OK  

A0 > 2  1.65 > 2  NO 

fpeak[AH/V(f) ± σA(f)] = f0 ± 5% |0.02546| < 0.05 OK  

σf < ε(f0) 0.02148 < 0.12656 OK  

σA(f0) < θ(f0) 0.3305 < 2.0 OK  

 

Lw  
nw  

nc = Lw nw f0  
f 

 f0  
σf  

ε(f0) 
A0 

AH/V(f) 
f 

– 

f 
+ 

σA(f) 
 

σlogH/V(f) 

θ(f0) 

window length 
number of windows used in the analysis 
number of significant cycles 
current frequency 
H/V peak frequency 
standard deviation of H/V peak frequency 

threshold value for the stability condition σf < ε(f0) 
H/V peak amplitude at frequency f0 

H/V curve amplitude at frequency f 
frequency between f0/4 and f0 for which AH/V(f 

-
) < A0/2 

frequency between f0 and 4f0 for which AH/V(f 
+
) < A0/2 

standard deviation of AH/V(f), σA(f) is the factor by which the mean AH/V(f) curve should 
be multiplied or divided 
standard deviation of log AH/V(f) curve 

threshold value for the stability condition σA(f) < θ(f0) 

 

Threshold values for σf and σA(f0) 
Freq. range [Hz] < 0.2 0.2 – 0.5 0.5 – 1.0 1.0 – 2.0 > 2.0 

ε(f0) [Hz] 0.25 f0 0.2 f0 0.15 f0 0.10 f0 0.05 f0 

θ(f0) for σA(f0) 3.0 2.5 2.0 1.78 1.58 

log θ(f0) for σlogH/V(f0) 0.48 0.40 0.30 0.25 0.20 
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MALALBERGO_MS, MS 2018 TR13                  037035P207HVSR261 
 
Instrument: TRZ-0108/01-10   
Start recording: 29/03/18 08:37:31 End recording:   29/03/18 08:57:32 
Channel labels:    NORTH SOUTH;   EAST  WEST ;   UP    DOWN  
Trace length:      0h20'00''.  Analyzed 83% trace (manual window selection) 
Sampling rate:    128 Hz 
Window size:  20 s 
Smoothing type: Triangular window 
Smoothing:  10% 
 

HORIZONTAL TO VERTICAL SPECTRAL RATIO 

 
 

H/V TIME HISTORY 
 

 
 

 
DIRECTIONAL H/V 

 

 
 

SINGLE COMPONENT SPECTRA 

 



TROMINO
®
 Grilla 

  www.tromino.it  

[According to the SESAME, 2005 guidelines. Please read carefully the Grilla manual before interpreting 

the following tables.] 
  
 

 
Max. H/V at 0.84 ± 0.21 Hz (in the range 0.1 - 20.0 Hz). 

 

 

 
Criteria for a reliable H/V curve 

[All 3 should be fulfilled] 

 
f0 > 10 / Lw 0.84 > 0.50 OK  

nc(f0) > 200 843.8 > 200 OK  

σA(f) < 2 for 0.5f0 < f < 2f0 if  f0 > 0.5Hz 

σA(f) < 3 for 0.5f0 < f < 2f0 if  f0 < 0.5Hz 

Exceeded  0 out of  42 times OK  

 
Criteria for a clear H/V peak 
[At least 5 out of 6 should be fulfilled] 

 
Exists f

 -
 in  [f0/4, f0] | AH/V(f

 -
) < A0 / 2   NO 

Exists f
 +

 in  [f0, 4f0] | AH/V(f
 +

) < A0 / 2   NO 

A0 > 2  1.77 > 2  NO 

fpeak[AH/V(f) ± σA(f)] = f0 ± 5% |0.12043| < 0.05  NO 

σf < ε(f0) 0.10162 < 0.12656 OK  

σA(f0) < θ(f0) 0.3593 < 2.0 OK  

 

Lw  
nw  

nc = Lw nw f0  
f 

 f0  
σf  

ε(f0) 
A0 

AH/V(f) 
f 

– 

f 
+ 

σA(f) 
 

σlogH/V(f) 

θ(f0) 

window length 
number of windows used in the analysis 
number of significant cycles 
current frequency 
H/V peak frequency 
standard deviation of H/V peak frequency 

threshold value for the stability condition σf < ε(f0) 
H/V peak amplitude at frequency f0 

H/V curve amplitude at frequency f 
frequency between f0/4 and f0 for which AH/V(f 

-
) < A0/2 

frequency between f0 and 4f0 for which AH/V(f 
+
) < A0/2 

standard deviation of AH/V(f), σA(f) is the factor by which the mean AH/V(f) curve should 
be multiplied or divided 
standard deviation of log AH/V(f) curve 

threshold value for the stability condition σA(f) < θ(f0) 

 

Threshold values for σf and σA(f0) 
Freq. range [Hz] < 0.2 0.2 – 0.5 0.5 – 1.0 1.0 – 2.0 > 2.0 

ε(f0) [Hz] 0.25 f0 0.2 f0 0.15 f0 0.10 f0 0.05 f0 

θ(f0) for σA(f0) 3.0 2.5 2.0 1.78 1.58 

log θ(f0) for σlogH/V(f0) 0.48 0.40 0.30 0.25 0.20 
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TROMINO
®
 Grilla 

  www.tromino.it  

MALALBERGO_MS, MS 2018 TR9                   037035P208HVSR263 
 
Instrument: TRZ-0108/01-10   
Start recording: 09/03/18 15:31:21 End recording:   09/03/18 16:31:21 
Channel labels:    NORTH SOUTH;   EAST  WEST ;   UP    DOWN  
Trace length:      1h00'00''.  Analyzed 93% trace (manual window selection) 
Sampling rate:    128 Hz 
Window size:  60 s 
Smoothing type: Triangular window 
Smoothing:  10% 
 

HORIZONTAL TO VERTICAL SPECTRAL RATIO 

 
 

H/V TIME HISTORY 
 

 
 

 
DIRECTIONAL H/V 

 

 
 

 
SINGLE COMPONENT SPECTRA 

 



TROMINO
®
 Grilla 

  www.tromino.it  

[According to the SESAME, 2005 guidelines. Please read carefully the Grilla manual before interpreting 

the following tables.] 
  
 

 
Max. H/V at 0.77 ± 0.02 Hz (in the range 0.1 - 20.0 Hz). 

 

 

 
Criteria for a reliable H/V curve 

[All 3 should be fulfilled] 

 
f0 > 10 / Lw 0.77 > 0.17 OK  

nc(f0) > 200 2572.5 > 200 OK  

σA(f) < 2 for 0.5f0 < f < 2f0 if  f0 > 0.5Hz 

σA(f) < 3 for 0.5f0 < f < 2f0 if  f0 < 0.5Hz 

Exceeded  0 out of  74 times OK  

 
Criteria for a clear H/V peak 
[At least 5 out of 6 should be fulfilled] 

 
Exists f

 -
 in  [f0/4, f0] | AH/V(f

 -
) < A0 / 2   NO 

Exists f
 +

 in  [f0, 4f0] | AH/V(f
 +

) < A0 / 2   NO 

A0 > 2  1.84 > 2  NO 

fpeak[AH/V(f) ± σA(f)] = f0 ± 5% |0.01534| < 0.05 OK  

σf < ε(f0) 0.01175 < 0.11484 OK  

σA(f0) < θ(f0) 0.346 < 2.0 OK  

 

Lw  
nw  

nc = Lw nw f0  
f 

 f0  
σf  

ε(f0) 
A0 

AH/V(f) 
f 

– 

f 
+ 

σA(f) 
 

σlogH/V(f) 

θ(f0) 

window length 
number of windows used in the analysis 
number of significant cycles 
current frequency 
H/V peak frequency 
standard deviation of H/V peak frequency 

threshold value for the stability condition σf < ε(f0) 
H/V peak amplitude at frequency f0 

H/V curve amplitude at frequency f 
frequency between f0/4 and f0 for which AH/V(f 

-
) < A0/2 

frequency between f0 and 4f0 for which AH/V(f 
+
) < A0/2 

standard deviation of AH/V(f), σA(f) is the factor by which the mean AH/V(f) curve should 
be multiplied or divided 
standard deviation of log AH/V(f) curve 

threshold value for the stability condition σA(f) < θ(f0) 

 

Threshold values for σf and σA(f0) 
Freq. range [Hz] < 0.2 0.2 – 0.5 0.5 – 1.0 1.0 – 2.0 > 2.0 

ε(f0) [Hz] 0.25 f0 0.2 f0 0.15 f0 0.10 f0 0.05 f0 

θ(f0) for σA(f0) 3.0 2.5 2.0 1.78 1.58 

log θ(f0) for σlogH/V(f0) 0.48 0.40 0.30 0.25 0.20 
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TROMINO
®
 Grilla 

  www.tromino.it  

MALALBERGO_MS, MS 2018 TR14                  037035P209HVSR265 
 
Instrument: TRZ-0108/01-10   
Start recording: 29/03/18 12:53:19 End recording:   29/03/18 13:13:20 
Channel labels:    NORTH SOUTH;   EAST  WEST ;   UP    DOWN  
Trace length:      0h20'00''.  Analyzed 68% trace (manual window selection) 
Sampling rate:    128 Hz 
Window size:  20 s 
Smoothing type: Triangular window 
Smoothing:  10% 
 

HORIZONTAL TO VERTICAL SPECTRAL RATIO 

 
 

H/V TIME HISTORY 
 

 
 

 
DIRECTIONAL H/V 

 

 
 

 
SINGLE COMPONENT SPECTRA 

 



TROMINO
®
 Grilla 

  www.tromino.it  

[According to the SESAME, 2005 guidelines. Please read carefully the Grilla manual before interpreting 

the following tables.] 
  
 

 
Max. H/V at 0.81 ± 0.02 Hz (in the range 0.1 - 20.0 Hz). 

 

 

 
Criteria for a reliable H/V curve 

[All 3 should be fulfilled] 

 
f0 > 10 / Lw 0.81 > 0.50 OK  

nc(f0) > 200 666.3 > 200 OK  

σA(f) < 2 for 0.5f0 < f < 2f0 if  f0 > 0.5Hz 

σA(f) < 3 for 0.5f0 < f < 2f0 if  f0 < 0.5Hz 

Exceeded  0 out of  40 times OK  

 
Criteria for a clear H/V peak 
[At least 5 out of 6 should be fulfilled] 

 
Exists f

 -
 in  [f0/4, f0] | AH/V(f

 -
) < A0 / 2   NO 

Exists f
 +

 in  [f0, 4f0] | AH/V(f
 +

) < A0 / 2 2.813 Hz OK  

A0 > 2  2.15 > 2 OK  

fpeak[AH/V(f) ± σA(f)] = f0 ± 5% |0.01223| < 0.05 OK  

σf < ε(f0) 0.00994 < 0.12188 OK  

σA(f0) < θ(f0) 0.3814 < 2.0 OK  

 

Lw  
nw  

nc = Lw nw f0  
f 

 f0  
σf  

ε(f0) 
A0 

AH/V(f) 
f 

– 

f 
+ 

σA(f) 
 

σlogH/V(f) 

θ(f0) 

window length 
number of windows used in the analysis 
number of significant cycles 
current frequency 
H/V peak frequency 
standard deviation of H/V peak frequency 

threshold value for the stability condition σf < ε(f0) 
H/V peak amplitude at frequency f0 

H/V curve amplitude at frequency f 
frequency between f0/4 and f0 for which AH/V(f 

-
) < A0/2 

frequency between f0 and 4f0 for which AH/V(f 
+
) < A0/2 

standard deviation of AH/V(f), σA(f) is the factor by which the mean AH/V(f) curve should 
be multiplied or divided 
standard deviation of log AH/V(f) curve 

threshold value for the stability condition σA(f) < θ(f0) 

 

Threshold values for σf and σA(f0) 
Freq. range [Hz] < 0.2 0.2 – 0.5 0.5 – 1.0 1.0 – 2.0 > 2.0 

ε(f0) [Hz] 0.25 f0 0.2 f0 0.15 f0 0.10 f0 0.05 f0 

θ(f0) for σA(f0) 3.0 2.5 2.0 1.78 1.58 

log θ(f0) for σlogH/V(f0) 0.48 0.40 0.30 0.25 0.20 
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MALALBERGO_MS, MS 2018 TR15                  037035P210HVSR267 
 
Instrument: TRZ-0108/01-10   
Start recording: 29/03/18 15:23:29 End recording:   29/03/18 15:43:30 
Channel labels:    NORTH SOUTH;   EAST  WEST ;   UP    DOWN  
Trace length:      0h20'00''.  Analyzed 73% trace (manual window selection) 
Sampling rate:    128 Hz 
Window size:  20 s 
Smoothing type: Triangular window 
Smoothing:  10% 
 

HORIZONTAL TO VERTICAL SPECTRAL RATIO 

 
 

H/V TIME HISTORY 
 

 
 

 
DIRECTIONAL H/V 

 

 
 

 
SINGLE COMPONENT SPECTRA 
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[According to the SESAME, 2005 guidelines. Please read carefully the Grilla manual before interpreting 

the following tables.] 
  
 

 
Max. H/V at 0.75 ± 0.03 Hz (in the range 0.1 - 20.0 Hz). 

 

 

 
Criteria for a reliable H/V curve 

[All 3 should be fulfilled] 

 
f0 > 10 / Lw 0.75 > 0.50 OK  

nc(f0) > 200 660.0 > 200 OK  

σA(f) < 2 for 0.5f0 < f < 2f0 if  f0 > 0.5Hz 

σA(f) < 3 for 0.5f0 < f < 2f0 if  f0 < 0.5Hz 

Exceeded  0 out of  37 times OK  

 
Criteria for a clear H/V peak 
[At least 5 out of 6 should be fulfilled] 

 
Exists f

 -
 in  [f0/4, f0] | AH/V(f

 -
) < A0 / 2   NO 

Exists f
 +

 in  [f0, 4f0] | AH/V(f
 +

) < A0 / 2   NO 

A0 > 2  1.80 > 2  NO 

fpeak[AH/V(f) ± σA(f)] = f0 ± 5% |0.01667| < 0.05 OK  

σf < ε(f0) 0.0125 < 0.1125 OK  

σA(f0) < θ(f0) 0.4455 < 2.0 OK  

 

Lw  
nw  

nc = Lw nw f0  
f 

 f0  
σf  

ε(f0) 
A0 

AH/V(f) 
f 

– 

f 
+ 

σA(f) 
 

σlogH/V(f) 

θ(f0) 

window length 
number of windows used in the analysis 
number of significant cycles 
current frequency 
H/V peak frequency 
standard deviation of H/V peak frequency 

threshold value for the stability condition σf < ε(f0) 
H/V peak amplitude at frequency f0 

H/V curve amplitude at frequency f 
frequency between f0/4 and f0 for which AH/V(f 

-
) < A0/2 

frequency between f0 and 4f0 for which AH/V(f 
+
) < A0/2 

standard deviation of AH/V(f), σA(f) is the factor by which the mean AH/V(f) curve should 
be multiplied or divided 
standard deviation of log AH/V(f) curve 

threshold value for the stability condition σA(f) < θ(f0) 

 

Threshold values for σf and σA(f0) 
Freq. range [Hz] < 0.2 0.2 – 0.5 0.5 – 1.0 1.0 – 2.0 > 2.0 

ε(f0) [Hz] 0.25 f0 0.2 f0 0.15 f0 0.10 f0 0.05 f0 

θ(f0) for σA(f0) 3.0 2.5 2.0 1.78 1.58 

log θ(f0) for σlogH/V(f0) 0.48 0.40 0.30 0.25 0.20 

 

 

 



PROSPEZIONE SISMICA CON METODOLOGIA ESAC 

Località Altedo, Comune di Malalbergo (BO) – 037035P211ESAC_SPAC268 

n° tracce ∆t (ms) T (s) 

25 2,0 32,0 

∆t: passo di campionamento; T: durata registrazione. 

Sismogramma registrato durante le acquisizioni di 

microtremore sismico. In ascissa il numero dei 

geofoni, in ordinata il tempo (ms). 

Spettro di potenza nel dominio f-v e Picking della 

curva sperimentali delle onde R (croci nere). 

Geometria dello stendimento sismico bidimensionale. 

Modello di sottosuolo (1D) descritti in termini di Vs e 

spessore dei sismostrati (spezzata blu) e curva di 

dispersione sperimentale delle onde R (curva rossa). 

 



 

Tabella di sintesi 

 

n. 

Strato 

Profondità 

letto  

(m dal p.c.) 

Spessore 

(m) 
VS (m/s) 

1 2.3 2.3 101.0 

2 6.3 4.0 167.3 

3 12.3 6.0 212.9 

4 21.3 9.0 246.4 

5 34.8 13.5 269.3 

6 55.0 20.2 295.0 

7 85.4 30.4 320.8 

8 131.0 45.6 357.4 

9 182.8 51.8 419.4 

10 ∞ ∞ 454.5 

 

VS30 = 208.3 ± 10% [m/s] 

 

Sintesi dei parametri del modello di sottosuolo ottenuto e Valore di Vs30 calcolato. 
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MALALBERGO_MS, MS 2018 TR7                   037035P211HVSR269 
 
Instrument: TRZ-0108/01-10   
Start recording: 09/03/18 12:05:11 End recording:   09/03/18 12:25:12 
Channel labels:    NORTH SOUTH;   EAST  WEST ;   UP    DOWN  
Trace length:      0h20'00''.  Analyzed 83% trace (manual window selection) 
Sampling rate:    128 Hz 
Window size:  20 s 
Smoothing type: Triangular window 
Smoothing:  10% 
 

HORIZONTAL TO VERTICAL SPECTRAL RATIO 

 
 

H/V TIME HISTORY 
 

 
 

 
DIRECTIONAL H/V 

 

 
 

 
SINGLE COMPONENT SPECTRA 
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[According to the SESAME, 2005 guidelines. Please read carefully the Grilla manual before interpreting 

the following tables.] 
  
 

 
Max. H/V at 0.84 ± 0.04 Hz (in the range 0.1 - 20.0 Hz). 

 

 

 
Criteria for a reliable H/V curve 

[All 3 should be fulfilled] 

 
f0 > 10 / Lw 0.84 > 0.17 OK  

nc(f0) > 200 2733.8 > 200 OK  

σA(f) < 2 for 0.5f0 < f < 2f0 if  f0 > 0.5Hz 

σA(f) < 3 for 0.5f0 < f < 2f0 if  f0 < 0.5Hz 

Exceeded  0 out of  82 times OK  

 
Criteria for a clear H/V peak 
[At least 5 out of 6 should be fulfilled] 

 
Exists f

 -
 in  [f0/4, f0] | AH/V(f

 -
) < A0 / 2   NO 

Exists f
 +

 in  [f0, 4f0] | AH/V(f
 +

) < A0 / 2 3.016 Hz OK  

A0 > 2  2.17 > 2 OK  

fpeak[AH/V(f) ± σA(f)] = f0 ± 5% |0.02619| < 0.05 OK  

σf < ε(f0) 0.0221 < 0.12656 OK  

σA(f0) < θ(f0) 0.3539 < 2.0 OK  

 

Lw  
nw  

nc = Lw nw f0  
f 

 f0  
σf  

ε(f0) 
A0 

AH/V(f) 
f 

– 

f 
+ 

σA(f) 
 

σlogH/V(f) 

θ(f0) 

window length 
number of windows used in the analysis 
number of significant cycles 
current frequency 
H/V peak frequency 
standard deviation of H/V peak frequency 

threshold value for the stability condition σf < ε(f0) 
H/V peak amplitude at frequency f0 

H/V curve amplitude at frequency f 
frequency between f0/4 and f0 for which AH/V(f 

-
) < A0/2 

frequency between f0 and 4f0 for which AH/V(f 
+
) < A0/2 

standard deviation of AH/V(f), σA(f) is the factor by which the mean AH/V(f) curve should 
be multiplied or divided 
standard deviation of log AH/V(f) curve 

threshold value for the stability condition σA(f) < θ(f0) 

 

Threshold values for σf and σA(f0) 
Freq. range [Hz] < 0.2 0.2 – 0.5 0.5 – 1.0 1.0 – 2.0 > 2.0 

ε(f0) [Hz] 0.25 f0 0.2 f0 0.15 f0 0.10 f0 0.05 f0 

θ(f0) for σA(f0) 3.0 2.5 2.0 1.78 1.58 

log θ(f0) for σlogH/V(f0) 0.48 0.40 0.30 0.25 0.20 

 

 

 



PROSPEZIONE SISMICA CON METODOLOGIA ESAC 

Campo sportivo di Malalbergo (BO) – 037035P2ESAC_SPAC270 

n° tracce ∆t (ms) T (s) 

25 2,0 32,0 

∆t: passo di campionamento; T: durata registrazione. 

Sismogramma registrato durante le acquisizioni di 

microtremore sismico. In ascissa il numero dei 

geofoni, in ordinata il tempo (ms). 

Spettro di potenza nel dominio f-v e Picking della 

curva sperimentali delle onde R (croci nere). 

Geometria dello stendimento sismico bidimensionale. 

Modello di sottosuolo (1D) descritti in termini di Vs e 

spessore dei sismostrati (spezzata blu) e curva di 

dispersione sperimentale delle onde R (curva rossa). 

 



 

Tabella di sintesi 

 

n. 

Strato 

Profondità 

letto  

(m dal p.c.) 

Spessore 

(m) 
VS (m/s) 

1 4.5 4.5 103.0 

2 8.5 4.0 121.8 

3 14.3 5.8 153.4 

4 24.1 9.8 231.3 

5 37.0 12.9 289.9 

6 56.9 19.9 317.8 

7 81.4 24.5 371.8 

8 118.8 37.4 422.2 

9 169.5 50.7 438.5 

10 ∞ ∞ 440.5 

 

VS30 = 169.3 ± 10% [m/s] 

 

Sintesi dei parametri del modello di sottosuolo ottenuto e Valore di Vs30 calcolato. 
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MALALBERGO_MS, MS 2018 TR8                   037035P2HVSR271 
 
Instrument: TRZ-0108/01-10   
Start recording: 09/03/18 13:31:20 End recording:   09/03/18 14:31:20 
Channel labels:    NORTH SOUTH;   EAST  WEST ;   UP    DOWN  
Trace length:      1h00'00''.  Analyzed 90% trace (manual window selection) 
Sampling rate:    128 Hz 
Window size:  60 s 
Smoothing type: Triangular window 
Smoothing:  10% 
 

HORIZONTAL TO VERTICAL SPECTRAL RATIO 

 
 

H/V TIME HISTORY 
 

 
 

 
DIRECTIONAL H/V 

 

 
 

 
SINGLE COMPONENT SPECTRA 
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[According to the SESAME, 2005 guidelines. Please read carefully the Grilla manual before interpreting 

the following tables.] 
  
 

 
Max. H/V at 0.72 ± 0.04 Hz (in the range 0.1 - 20.0 Hz). 

 

 

 
Criteria for a reliable H/V curve 

[All 3 should be fulfilled] 

 
f0 > 10 / Lw 0.72 > 0.50 OK  

nc(f0) > 200 718.8 > 200 OK  

σA(f) < 2 for 0.5f0 < f < 2f0 if  f0 > 0.5Hz 

σA(f) < 3 for 0.5f0 < f < 2f0 if  f0 < 0.5Hz 

Exceeded  0 out of  36 times OK  

 
Criteria for a clear H/V peak 
[At least 5 out of 6 should be fulfilled] 

 
Exists f

 -
 in  [f0/4, f0] | AH/V(f

 -
) < A0 / 2   NO 

Exists f
 +

 in  [f0, 4f0] | AH/V(f
 +

) < A0 / 2 1.906 Hz OK  

A0 > 2  1.66 > 2  NO 

fpeak[AH/V(f) ± σA(f)] = f0 ± 5% |0.02753| < 0.05 OK  

σf < ε(f0) 0.01978 < 0.10781 OK  

σA(f0) < θ(f0) 0.4172 < 2.0 OK  

 

Lw  
nw  

nc = Lw nw f0  
f 

 f0  
σf  

ε(f0) 
A0 

AH/V(f) 
f 

– 

f 
+ 

σA(f) 
 

σlogH/V(f) 

θ(f0) 

window length 
number of windows used in the analysis 
number of significant cycles 
current frequency 
H/V peak frequency 
standard deviation of H/V peak frequency 

threshold value for the stability condition σf < ε(f0) 
H/V peak amplitude at frequency f0 

H/V curve amplitude at frequency f 
frequency between f0/4 and f0 for which AH/V(f 

-
) < A0/2 

frequency between f0 and 4f0 for which AH/V(f 
+
) < A0/2 

standard deviation of AH/V(f), σA(f) is the factor by which the mean AH/V(f) curve should 
be multiplied or divided 
standard deviation of log AH/V(f) curve 

threshold value for the stability condition σA(f) < θ(f0) 

 

Threshold values for σf and σA(f0) 
Freq. range [Hz] < 0.2 0.2 – 0.5 0.5 – 1.0 1.0 – 2.0 > 2.0 

ε(f0) [Hz] 0.25 f0 0.2 f0 0.15 f0 0.10 f0 0.05 f0 

θ(f0) for σA(f0) 3.0 2.5 2.0 1.78 1.58 

log θ(f0) for σlogH/V(f0) 0.48 0.40 0.30 0.25 0.20 
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MALALBERGO_MS, MS 2018 TR1                   037035P214HVSR276 
 
Instrument: TRZ-0108/01-10   
Start recording: 08/02/18 10:04:48 End recording:   08/02/18 10:24:49 
Channel labels:    NORTH SOUTH;   EAST  WEST ;   UP    DOWN  
Trace length:      0h20'00''.  Analyzed 80% trace (manual window selection) 
Sampling rate:    128 Hz 
Window size:  20 s 
Smoothing type: Triangular window 
Smoothing:  10% 
 

HORIZONTAL TO VERTICAL SPECTRAL RATIO 

 
 

H/V TIME HISTORY 
 

 
 

 
DIRECTIONAL H/V 

 

 
 

SINGLE COMPONENT SPECTRA 
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[According to the SESAME, 2005 guidelines. Please read carefully the Grilla manual before interpreting 

the following tables.] 
  
 

 
Max. H/V at 0.88 ± 0.01 Hz (in the range 0.1 - 20.0 Hz). 

 

 

 
Criteria for a reliable H/V curve 

[All 3 should be fulfilled] 

 
f0 > 10 / Lw 0.88 > 0.50 OK  

nc(f0) > 200 840.0 > 200 OK  

σA(f) < 2 for 0.5f0 < f < 2f0 if  f0 > 0.5Hz 

σA(f) < 3 for 0.5f0 < f < 2f0 if  f0 < 0.5Hz 

Exceeded  0 out of  43 times OK  

 
Criteria for a clear H/V peak 
[At least 5 out of 6 should be fulfilled] 

 
Exists f

 -
 in  [f0/4, f0] | AH/V(f

 -
) < A0 / 2   NO 

Exists f
 +

 in  [f0, 4f0] | AH/V(f
 +

) < A0 / 2 1.719 Hz OK  

A0 > 2  1.64 > 2  NO 

fpeak[AH/V(f) ± σA(f)] = f0 ± 5% |0.00288| < 0.05 OK  

σf < ε(f0) 0.00252 < 0.13125 OK  

σA(f0) < θ(f0) 0.3763 < 2.0 OK  

 

Lw  
nw  

nc = Lw nw f0  
f 

 f0  
σf  

ε(f0) 
A0 

AH/V(f) 
f 

– 

f 
+ 

σA(f) 
 

σlogH/V(f) 

θ(f0) 

window length 
number of windows used in the analysis 
number of significant cycles 
current frequency 
H/V peak frequency 
standard deviation of H/V peak frequency 

threshold value for the stability condition σf < ε(f0) 
H/V peak amplitude at frequency f0 

H/V curve amplitude at frequency f 
frequency between f0/4 and f0 for which AH/V(f 

-
) < A0/2 

frequency between f0 and 4f0 for which AH/V(f 
+
) < A0/2 

standard deviation of AH/V(f), σA(f) is the factor by which the mean AH/V(f) curve should 
be multiplied or divided 
standard deviation of log AH/V(f) curve 

threshold value for the stability condition σA(f) < θ(f0) 

 

Threshold values for σf and σA(f0) 
Freq. range [Hz] < 0.2 0.2 – 0.5 0.5 – 1.0 1.0 – 2.0 > 2.0 

ε(f0) [Hz] 0.25 f0 0.2 f0 0.15 f0 0.10 f0 0.05 f0 

θ(f0) for σA(f0) 3.0 2.5 2.0 1.78 1.58 

log θ(f0) for σlogH/V(f0) 0.48 0.40 0.30 0.25 0.20 
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MALALBERGO_MS, MS 2018 TR2                   037035P215HVSR277 
 
Instrument: TRZ-0108/01-10   
Start recording: 08/02/18 11:00:35 End recording:   08/02/18 11:20:36 
Channel labels:    NORTH SOUTH;   EAST  WEST ;   UP    DOWN  
Trace length:      0h20'00''.  Analyzed 65% trace (manual window selection) 
Sampling rate:    128 Hz 
Window size:  20 s 
Smoothing type: Triangular window 
Smoothing:  10% 
 

HORIZONTAL TO VERTICAL SPECTRAL RATIO 

 
 

H/V TIME HISTORY 
 

 
 

 
DIRECTIONAL H/V 

 

 
 

 
SINGLE COMPONENT SPECTRA 
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[According to the SESAME, 2005 guidelines. Please read carefully the Grilla manual before interpreting 

the following tables.] 
  
 

 
Max. H/V at 9.38 ± 1.43 Hz (in the range 0.1 - 20.0 Hz). 

 

 

 
Criteria for a reliable H/V curve 

[All 3 should be fulfilled] 

 
f0 > 10 / Lw 9.38 > 0.50 OK  

nc(f0) > 200 7312.5 > 200 OK  

σA(f) < 2 for 0.5f0 < f < 2f0 if  f0 > 0.5Hz 

σA(f) < 3 for 0.5f0 < f < 2f0 if  f0 < 0.5Hz 

Exceeded  0 out of  451 times OK  

 
Criteria for a clear H/V peak 
[At least 5 out of 6 should be fulfilled] 

 
Exists f

 -
 in  [f0/4, f0] | AH/V(f

 -
) < A0 / 2 7.469 Hz OK  

Exists f
 +

 in  [f0, 4f0] | AH/V(f
 +

) < A0 / 2 17.531 Hz OK  

A0 > 2  2.13 > 2 OK  

fpeak[AH/V(f) ± σA(f)] = f0 ± 5% |0.07426| < 0.05  NO 

σf < ε(f0) 0.69614 < 0.46875  NO 

σA(f0) < θ(f0) 0.3949 < 1.58 OK  

 

Lw  
nw  

nc = Lw nw f0  
f 

 f0  
σf  

ε(f0) 
A0 

AH/V(f) 
f 

– 

f 
+ 

σA(f) 
 

σlogH/V(f) 

θ(f0) 

window length 
number of windows used in the analysis 
number of significant cycles 
current frequency 
H/V peak frequency 
standard deviation of H/V peak frequency 

threshold value for the stability condition σf < ε(f0) 
H/V peak amplitude at frequency f0 

H/V curve amplitude at frequency f 
frequency between f0/4 and f0 for which AH/V(f 

-
) < A0/2 

frequency between f0 and 4f0 for which AH/V(f 
+
) < A0/2 

standard deviation of AH/V(f), σA(f) is the factor by which the mean AH/V(f) curve should 
be multiplied or divided 
standard deviation of log AH/V(f) curve 

threshold value for the stability condition σA(f) < θ(f0) 

 

Threshold values for σf and σA(f0) 
Freq. range [Hz] < 0.2 0.2 – 0.5 0.5 – 1.0 1.0 – 2.0 > 2.0 

ε(f0) [Hz] 0.25 f0 0.2 f0 0.15 f0 0.10 f0 0.05 f0 

θ(f0) for σA(f0) 3.0 2.5 2.0 1.78 1.58 

log θ(f0) for σlogH/V(f0) 0.48 0.40 0.30 0.25 0.20 

 

 

 



TROMINO
®
 Grilla 

  www.tromino.it  

MALALBERGO_MS, MS 2018 TR10                  037035P216HVSR278 
 
Instrument: TRZ-0108/01-10   
Start recording: 09/03/18 17:22:10 End recording:   09/03/18 17:42:11 
Channel labels:    NORTH SOUTH;   EAST  WEST ;   UP    DOWN  
Trace length:      0h20'00''.  Analyzed 85% trace (manual window selection) 
Sampling rate:    128 Hz 
Window size:  20 s 
Smoothing type: Triangular window 
Smoothing:  10% 
 

HORIZONTAL TO VERTICAL SPECTRAL RATIO 

 
 

H/V TIME HISTORY 
 

 
 

 
DIRECTIONAL H/V 

 

 
 

 
SINGLE COMPONENT SPECTRA 
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[According to the SESAME, 2005 guidelines. Please read carefully the Grilla manual before interpreting 

the following tables.] 
  
 

 
Max. H/V at 0.81 ± 0.09 Hz (in the range 0.1 - 20.0 Hz). 

 

 

 
Criteria for a reliable H/V curve 

[All 3 should be fulfilled] 

 
f0 > 10 / Lw 0.81 > 0.50 OK  

nc(f0) > 200 828.8 > 200 OK  

σA(f) < 2 for 0.5f0 < f < 2f0 if  f0 > 0.5Hz 

σA(f) < 3 for 0.5f0 < f < 2f0 if  f0 < 0.5Hz 

Exceeded  0 out of  40 times OK  

 
Criteria for a clear H/V peak 
[At least 5 out of 6 should be fulfilled] 

 
Exists f

 -
 in  [f0/4, f0] | AH/V(f

 -
) < A0 / 2   NO 

Exists f
 +

 in  [f0, 4f0] | AH/V(f
 +

) < A0 / 2 1.75 Hz OK  

A0 > 2  1.43 > 2  NO 

fpeak[AH/V(f) ± σA(f)] = f0 ± 5% |0.05413| < 0.05  NO 

σf < ε(f0) 0.04398 < 0.12188 OK  

σA(f0) < θ(f0) 0.289 < 2.0 OK  

 

Lw  
nw  

nc = Lw nw f0  
f 

 f0  
σf  

ε(f0) 
A0 

AH/V(f) 
f 

– 

f 
+ 

σA(f) 
 

σlogH/V(f) 

θ(f0) 

window length 
number of windows used in the analysis 
number of significant cycles 
current frequency 
H/V peak frequency 
standard deviation of H/V peak frequency 

threshold value for the stability condition σf < ε(f0) 
H/V peak amplitude at frequency f0 

H/V curve amplitude at frequency f 
frequency between f0/4 and f0 for which AH/V(f 

-
) < A0/2 

frequency between f0 and 4f0 for which AH/V(f 
+
) < A0/2 

standard deviation of AH/V(f), σA(f) is the factor by which the mean AH/V(f) curve should 
be multiplied or divided 
standard deviation of log AH/V(f) curve 

threshold value for the stability condition σA(f) < θ(f0) 

 

Threshold values for σf and σA(f0) 
Freq. range [Hz] < 0.2 0.2 – 0.5 0.5 – 1.0 1.0 – 2.0 > 2.0 

ε(f0) [Hz] 0.25 f0 0.2 f0 0.15 f0 0.10 f0 0.05 f0 

θ(f0) for σA(f0) 3.0 2.5 2.0 1.78 1.58 

log θ(f0) for σlogH/V(f0) 0.48 0.40 0.30 0.25 0.20 
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MALALBERGO_MS, MS 2018 TR16                  037035P217HVSR279 
 
Instrument: TRZ-0108/01-10   
Start recording: 03/04/18 10:35:55 End recording:   03/04/18 10:55:56 
Channel labels:    NORTH SOUTH;   EAST  WEST ;   UP    DOWN  
Trace length:      0h20'00''.  Analyzed 75% trace (manual window selection) 
Sampling rate:    128 Hz 
Window size:  20 s 
Smoothing type: Triangular window 
Smoothing:  10% 
 

HORIZONTAL TO VERTICAL SPECTRAL RATIO 

 
 

H/V TIME HISTORY 
 

 
 

 
DIRECTIONAL H/V 

 

 
 

 
SINGLE COMPONENT SPECTRA 
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[According to the SESAME, 2005 guidelines. Please read carefully the Grilla manual before interpreting 

the following tables.] 
  
 

 
Max. H/V at 0.94 ± 0.11 Hz (in the range 0.1 - 20.0 Hz). 

 

 

 
Criteria for a reliable H/V curve 

[All 3 should be fulfilled] 

 
f0 > 10 / Lw 0.94 > 0.50 OK  

nc(f0) > 200 843.8 > 200 OK  

σA(f) < 2 for 0.5f0 < f < 2f0 if  f0 > 0.5Hz 

σA(f) < 3 for 0.5f0 < f < 2f0 if  f0 < 0.5Hz 

Exceeded  0 out of  46 times OK  

 
Criteria for a clear H/V peak 
[At least 5 out of 6 should be fulfilled] 

 
Exists f

 -
 in  [f0/4, f0] | AH/V(f

 -
) < A0 / 2   NO 

Exists f
 +

 in  [f0, 4f0] | AH/V(f
 +

) < A0 / 2 2.781 Hz OK  

A0 > 2  2.24 > 2 OK  

fpeak[AH/V(f) ± σA(f)] = f0 ± 5% |0.05773| < 0.05  NO 

σf < ε(f0) 0.05412 < 0.14063 OK  

σA(f0) < θ(f0) 0.447 < 2.0 OK  

 

Lw  
nw  

nc = Lw nw f0  
f 

 f0  
σf  

ε(f0) 
A0 

AH/V(f) 
f 

– 

f 
+ 

σA(f) 
 

σlogH/V(f) 

θ(f0) 

window length 
number of windows used in the analysis 
number of significant cycles 
current frequency 
H/V peak frequency 
standard deviation of H/V peak frequency 

threshold value for the stability condition σf < ε(f0) 
H/V peak amplitude at frequency f0 

H/V curve amplitude at frequency f 
frequency between f0/4 and f0 for which AH/V(f 

-
) < A0/2 

frequency between f0 and 4f0 for which AH/V(f 
+
) < A0/2 

standard deviation of AH/V(f), σA(f) is the factor by which the mean AH/V(f) curve should 
be multiplied or divided 
standard deviation of log AH/V(f) curve 

threshold value for the stability condition σA(f) < θ(f0) 

 

Threshold values for σf and σA(f0) 
Freq. range [Hz] < 0.2 0.2 – 0.5 0.5 – 1.0 1.0 – 2.0 > 2.0 

ε(f0) [Hz] 0.25 f0 0.2 f0 0.15 f0 0.10 f0 0.05 f0 

θ(f0) for σA(f0) 3.0 2.5 2.0 1.78 1.58 

log θ(f0) for σlogH/V(f0) 0.48 0.40 0.30 0.25 0.20 
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MALALBERGO_MS, MS 2018 TR17                  037035P218HVSR280 
 
Instrument: TRZ-0108/01-10   
Start recording: 03/04/18 11:02:54 End recording:   03/04/18 11:22:55 
Channel labels:    NORTH SOUTH;   EAST  WEST ;   UP    DOWN  
Trace length:      0h20'00''.  Analyzed 87% trace (manual window selection) 
Sampling rate:    128 Hz 
Window size:  20 s 
Smoothing type: Triangular window 
Smoothing:  10% 
 

HORIZONTAL TO VERTICAL SPECTRAL RATIO 

 
 

H/V TIME HISTORY 
 

 
 

 
DIRECTIONAL H/V 

 

 
 

 
SINGLE COMPONENT SPECTRA 
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[According to the SESAME, 2005 guidelines. Please read carefully the Grilla manual before interpreting 

the following tables.] 
  
 

 
Max. H/V at 0.94 ± 0.07 Hz (in the range 0.1 - 20.0 Hz). 

 

 

 
Criteria for a reliable H/V curve 

[All 3 should be fulfilled] 

 
f0 > 10 / Lw 0.94 > 0.50 OK  

nc(f0) > 200 975.0 > 200 OK  

σA(f) < 2 for 0.5f0 < f < 2f0 if  f0 > 0.5Hz 

σA(f) < 3 for 0.5f0 < f < 2f0 if  f0 < 0.5Hz 

Exceeded  0 out of  46 times OK  

 
Criteria for a clear H/V peak 
[At least 5 out of 6 should be fulfilled] 

 
Exists f

 -
 in  [f0/4, f0] | AH/V(f

 -
) < A0 / 2   NO 

Exists f
 +

 in  [f0, 4f0] | AH/V(f
 +

) < A0 / 2 1.438 Hz OK  

A0 > 2  2.52 > 2 OK  

fpeak[AH/V(f) ± σA(f)] = f0 ± 5% |0.0392| < 0.05 OK  

σf < ε(f0) 0.03675 < 0.14063 OK  

σA(f0) < θ(f0) 0.487 < 2.0 OK  

 

Lw  
nw  

nc = Lw nw f0  
f 

 f0  
σf  

ε(f0) 
A0 

AH/V(f) 
f 

– 

f 
+ 

σA(f) 
 

σlogH/V(f) 

θ(f0) 

window length 
number of windows used in the analysis 
number of significant cycles 
current frequency 
H/V peak frequency 
standard deviation of H/V peak frequency 

threshold value for the stability condition σf < ε(f0) 
H/V peak amplitude at frequency f0 

H/V curve amplitude at frequency f 
frequency between f0/4 and f0 for which AH/V(f 

-
) < A0/2 

frequency between f0 and 4f0 for which AH/V(f 
+
) < A0/2 

standard deviation of AH/V(f), σA(f) is the factor by which the mean AH/V(f) curve should 
be multiplied or divided 
standard deviation of log AH/V(f) curve 

threshold value for the stability condition σA(f) < θ(f0) 

 

Threshold values for σf and σA(f0) 
Freq. range [Hz] < 0.2 0.2 – 0.5 0.5 – 1.0 1.0 – 2.0 > 2.0 

ε(f0) [Hz] 0.25 f0 0.2 f0 0.15 f0 0.10 f0 0.05 f0 

θ(f0) for σA(f0) 3.0 2.5 2.0 1.78 1.58 

log θ(f0) for σlogH/V(f0) 0.48 0.40 0.30 0.25 0.20 
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MALALBERGO_MS, MS 2018 TR18                   037035P219HVSR281 
 
Instrument: TRZ-0108/01-10   
Start recording: 07/04/18 10:30:20 End recording:   07/04/18 10:50:21 
Channel labels:    NORTH SOUTH;   EAST  WEST ;   UP    DOWN  
Trace length:      0h20'00''.  Analyzed 80% trace (manual window selection) 
Sampling rate:    128 Hz 
Window size:  20 s 
Smoothing type: Triangular window 
Smoothing:  10% 
 

HORIZONTAL TO VERTICAL SPECTRAL RATIO 

 
 

H/V TIME HISTORY 
 

 
 

 
DIRECTIONAL H/V 

 

 
 

 
SINGLE COMPONENT SPECTRA 
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[According to the SESAME, 2005 guidelines. Please read carefully the Grilla manual before interpreting 

the following tables.] 
  
 

 
Max. H/V at 16.84 ± 2.93 Hz (in the range 0.1 - 20.0 Hz). 

 

 

 
Criteria for a reliable H/V curve 

[All 3 should be fulfilled] 

 
f0 > 10 / Lw 16.84 > 0.50 OK  

nc(f0) > 200 16170.0 > 200 OK  

σA(f) < 2 for 0.5f0 < f < 2f0 if  f0 > 0.5Hz 

σA(f) < 3 for 0.5f0 < f < 2f0 if  f0 < 0.5Hz 

Exceeded  0 out of  810 times OK  

 
Criteria for a clear H/V peak 
[At least 5 out of 6 should be fulfilled] 

 
Exists f

 -
 in  [f0/4, f0] | AH/V(f

 -
) < A0 / 2 4.531 Hz OK  

Exists f
 +

 in  [f0, 4f0] | AH/V(f
 +

) < A0 / 2 30.875 Hz OK  

A0 > 2  1.89 > 2  NO 

fpeak[AH/V(f) ± σA(f)] = f0 ± 5% |0.08546| < 0.05  NO 

σf < ε(f0) 1.43955 < 0.84219  NO 

σA(f0) < θ(f0) 0.4031 < 1.58 OK  

 

Lw  
nw  

nc = Lw nw f0  
f 

 f0  
σf  

ε(f0) 
A0 

AH/V(f) 
f 

– 

f 
+ 

σA(f) 
 

σlogH/V(f) 

θ(f0) 

window length 
number of windows used in the analysis 
number of significant cycles 
current frequency 
H/V peak frequency 
standard deviation of H/V peak frequency 

threshold value for the stability condition σf < ε(f0) 
H/V peak amplitude at frequency f0 

H/V curve amplitude at frequency f 
frequency between f0/4 and f0 for which AH/V(f 

-
) < A0/2 

frequency between f0 and 4f0 for which AH/V(f 
+
) < A0/2 

standard deviation of AH/V(f), σA(f) is the factor by which the mean AH/V(f) curve should 
be multiplied or divided 
standard deviation of log AH/V(f) curve 

threshold value for the stability condition σA(f) < θ(f0) 

 

Threshold values for σf and σA(f0) 
Freq. range [Hz] < 0.2 0.2 – 0.5 0.5 – 1.0 1.0 – 2.0 > 2.0 

ε(f0) [Hz] 0.25 f0 0.2 f0 0.15 f0 0.10 f0 0.05 f0 

θ(f0) for σA(f0) 3.0 2.5 2.0 1.78 1.58 

log θ(f0) for σlogH/V(f0) 0.48 0.40 0.30 0.25 0.20 
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MALALBERGO_MS, MS 2018 TR19                  037035P220HVSR282 
 
Instrument: TRZ-0108/01-10   
Start recording: 07/04/18 09:24:13 End recording:   07/04/18 09:44:14 
Channel labels:    NORTH SOUTH;   EAST  WEST ;   UP    DOWN  
Trace length:      0h20'00''.  Analyzed 78% trace (manual window selection) 
Sampling rate:    128 Hz 
Window size:  20 s 
Smoothing type: Triangular window 
Smoothing:  10% 
 

HORIZONTAL TO VERTICAL SPECTRAL RATIO 

 
 

H/V TIME HISTORY 
 

 
 

 
DIRECTIONAL H/V 

 

 
 

 
SINGLE COMPONENT SPECTRA 
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[According to the SESAME, 2005 guidelines. Please read carefully the Grilla manual before interpreting 

the following tables.] 
  
 

 
Max. H/V at 0.75 ± 0.02 Hz (in the range 0.1 - 20.0 Hz). 

 

 

 
Criteria for a reliable H/V curve 

[All 3 should be fulfilled] 

 
f0 > 10 / Lw 0.75 > 0.50 OK  

nc(f0) > 200 705.0 > 200 OK  

σA(f) < 2 for 0.5f0 < f < 2f0 if  f0 > 0.5Hz 

σA(f) < 3 for 0.5f0 < f < 2f0 if  f0 < 0.5Hz 

Exceeded  0 out of  37 times OK  

 
Criteria for a clear H/V peak 
[At least 5 out of 6 should be fulfilled] 

 
Exists f

 -
 in  [f0/4, f0] | AH/V(f

 -
) < A0 / 2   NO 

Exists f
 +

 in  [f0, 4f0] | AH/V(f
 +

) < A0 / 2   NO 

A0 > 2  1.75 > 2  NO 

fpeak[AH/V(f) ± σA(f)] = f0 ± 5% |0.01038| < 0.05 OK  

σf < ε(f0) 0.00778 < 0.1125 OK  

σA(f0) < θ(f0) 0.3844 < 2.0 OK  

 

Lw  
nw  

nc = Lw nw f0  
f 

 f0  
σf  

ε(f0) 
A0 

AH/V(f) 
f 

– 

f 
+ 

σA(f) 
 

σlogH/V(f) 

θ(f0) 

window length 
number of windows used in the analysis 
number of significant cycles 
current frequency 
H/V peak frequency 
standard deviation of H/V peak frequency 

threshold value for the stability condition σf < ε(f0) 
H/V peak amplitude at frequency f0 

H/V curve amplitude at frequency f 
frequency between f0/4 and f0 for which AH/V(f 

-
) < A0/2 

frequency between f0 and 4f0 for which AH/V(f 
+
) < A0/2 

standard deviation of AH/V(f), σA(f) is the factor by which the mean AH/V(f) curve should 
be multiplied or divided 
standard deviation of log AH/V(f) curve 

threshold value for the stability condition σA(f) < θ(f0) 

 

Threshold values for σf and σA(f0) 
Freq. range [Hz] < 0.2 0.2 – 0.5 0.5 – 1.0 1.0 – 2.0 > 2.0 

ε(f0) [Hz] 0.25 f0 0.2 f0 0.15 f0 0.10 f0 0.05 f0 

θ(f0) for σA(f0) 3.0 2.5 2.0 1.78 1.58 

log θ(f0) for σlogH/V(f0) 0.48 0.40 0.30 0.25 0.20 
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MALALBERGO_MS, MS 2018 TR20                  037035P221HVSR283 
 
Instrument: TRZ-0108/01-10   
Start recording: 07/04/18 10:04:26 End recording:   07/04/18 10:24:27 
Channel labels:    NORTH SOUTH;   EAST  WEST ;   UP    DOWN  
Trace length:      0h20'00''.  Analyzed 78% trace (manual window selection) 
Sampling rate:    128 Hz 
Window size:  20 s 
Smoothing type: Triangular window 
Smoothing:  10% 
 

HORIZONTAL TO VERTICAL SPECTRAL RATIO 

 
 

H/V TIME HISTORY 
 

 
 

 
DIRECTIONAL H/V 

 

 
 

 
SINGLE COMPONENT SPECTRA 
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[According to the SESAME, 2005 guidelines. Please read carefully the Grilla manual before interpreting 

the following tables.] 
  
 

 
Max. H/V at 0.91 ± 0.05 Hz (in the range 0.1 - 20.0 Hz). 

 

 

 
Criteria for a reliable H/V curve 

[All 3 should be fulfilled] 

 
f0 > 10 / Lw 0.91 > 0.50 OK  

nc(f0) > 200 851.9 > 200 OK  

σA(f) < 2 for 0.5f0 < f < 2f0 if  f0 > 0.5Hz 

σA(f) < 3 for 0.5f0 < f < 2f0 if  f0 < 0.5Hz 

Exceeded  0 out of  44 times OK  

 
Criteria for a clear H/V peak 
[At least 5 out of 6 should be fulfilled] 

 
Exists f

 -
 in  [f0/4, f0] | AH/V(f

 -
) < A0 / 2   NO 

Exists f
 +

 in  [f0, 4f0] | AH/V(f
 +

) < A0 / 2 2.656 Hz OK  

A0 > 2  1.90 > 2  NO 

fpeak[AH/V(f) ± σA(f)] = f0 ± 5% |0.02655| < 0.05 OK  

σf < ε(f0) 0.02407 < 0.13594 OK  

σA(f0) < θ(f0) 0.4077 < 2.0 OK  

 

Lw  
nw  

nc = Lw nw f0  
f 

 f0  
σf  

ε(f0) 
A0 

AH/V(f) 
f 

– 

f 
+ 

σA(f) 
 

σlogH/V(f) 

θ(f0) 

window length 
number of windows used in the analysis 
number of significant cycles 
current frequency 
H/V peak frequency 
standard deviation of H/V peak frequency 

threshold value for the stability condition σf < ε(f0) 
H/V peak amplitude at frequency f0 

H/V curve amplitude at frequency f 
frequency between f0/4 and f0 for which AH/V(f 

-
) < A0/2 

frequency between f0 and 4f0 for which AH/V(f 
+
) < A0/2 

standard deviation of AH/V(f), σA(f) is the factor by which the mean AH/V(f) curve should 
be multiplied or divided 
standard deviation of log AH/V(f) curve 

threshold value for the stability condition σA(f) < θ(f0) 

 

Threshold values for σf and σA(f0) 
Freq. range [Hz] < 0.2 0.2 – 0.5 0.5 – 1.0 1.0 – 2.0 > 2.0 

ε(f0) [Hz] 0.25 f0 0.2 f0 0.15 f0 0.10 f0 0.05 f0 

θ(f0) for σA(f0) 3.0 2.5 2.0 1.78 1.58 

log θ(f0) for σlogH/V(f0) 0.48 0.40 0.30 0.25 0.20 

 

 

 



PROSPEZIONE SISMICA CON METODOLOGIA ATTIVA/PASSIVA MASW/Re.Mi. 

Località Casoni, Comune di Malalbergo (BO) - 037035L8MASW8 

n° tracce ∆x (m) L tot (m) ∆t (ms) T (s) 

25 2,0 46,0 0,5/2,0 2,0/32,0 

∆x: interdistanza geofonica; L tot: lunghezza profilo; ∆t: passo di campionamento; T: durata registrazione. 

Sismogramma registrato durante le acquisizioni di 

microtremore sismico. In ascissa il numero dei 

geofoni, in ordinata il tempo (ms). 

Spettro di potenza nel dominio f-v e Picking della 

curva sperimentali delle onde R (croci nere). 

Modello di sottosuolo (1D) descritti in termini di Vs e 

spessore dei sismostrati (spezzata blu) e curva di 

dispersione sperimentale delle onde R (curva rossa). 

Tabella di sintesi 

 

n. 

Strato 

Profondità 

letto  

(m dal p.c.) 

Spessore 

(m) 
VS (m/s) 

1 1.3 1.3 106.1 

2 3.3 2.0 129.5 

3 6.1 2.8 200.9 

4 10.0 3.9 227.5 

5 15.5 5.5 241.1 

6 23.2 7.7 271.8 

7 34.0 10.8 277.0 

8 ∞ ∞ 286.2 

 

VS30 = 222.8 ± 10% [m/s] 

 

Sintesi dei parametri del modello di sottosuolo 

ottenuto e Valore di Vs30 calcolato. 

 



PROSPEZIONE SISMICA CON METODOLOGIA ATTIVA/PASSIVA MASW/Re.Mi. 

Capoluogo, Comune di Malalbergo (BO) - 037035L9MASW9 

n° tracce ∆x (m) L tot (m) ∆t (ms) T (s) 

25 3,0 69,0 0,5/2,0 2,0/32,0 

∆x: interdistanza geofonica; L tot: lunghezza profilo; ∆t: passo di campionamento; T: durata registrazione. 

Sismogramma registrato durante le acquisizioni di 

microtremore sismico. In ascissa il numero dei 

geofoni, in ordinata il tempo (ms). 

Spettro di potenza nel dominio f-v e Picking della 

curva sperimentali delle onde R (croci nere). 

Modello di sottosuolo (1D) descritti in termini di Vs e 

spessore dei sismostrati (spezzata blu) e curva di 

dispersione sperimentale delle onde R (curva rossa). 

Tabella di sintesi 

 

n. 

Strato 

Profondità 

letto  

(m dal p.c.) 

Spessore 

(m) 
VS (m/s) 

1 2.1 2.1 114.1 

2 4.1 2.0 114.8 

3 6.9 2.8 119.2 

4 10.8 3.9 152.5 

5 16.9 6.1 206.0 

6 24.0 7.1 238.4 

7 32.4 8.4 277.2 

8 ∞ ∞ 314.0 

 

VS30 = 180.6 ± 10% [m/s] 

 

Sintesi dei parametri del modello di sottosuolo 

ottenuto e Valore di Vs30 calcolato. 

 



PROSPEZIONE SISMICA CON METODOLOGIA ATTIVA/PASSIVA MASW/Re.Mi. 

Località Ponticelli, Comune di Malalbergo (BO) - 037035L10MASW10 

n° tracce ∆x (m) L tot (m) ∆t (ms) T (s) 

25 3,0 69,0 0,5/2,0 2,0/32,0 

∆x: interdistanza geofonica; L tot: lunghezza profilo; ∆t: passo di campionamento; T: durata registrazione. 

Sismogramma registrato durante le acquisizioni di 

microtremore sismico. In ascissa il numero dei 

geofoni, in ordinata il tempo (ms). 

Spettro di potenza nel dominio f-v e Picking della 

curva sperimentali delle onde R (croci nere). 

Modello di sottosuolo (1D) descritti in termini di Vs e 

spessore dei sismostrati (spezzata blu) e curva di 

dispersione sperimentale delle onde R (curva rossa). 

Tabella di sintesi 

 

n. 

Strato 

Profondità 

letto  

(m dal p.c.) 

Spessore 

(m) 
VS (m/s) 

1 2.1 2.1 121.2 

2 4.1 2.0 150.5 

3 6.9 2.8 154.4 

4 10.8 3.9 179.2 

5 15.7 4.9 245.4 

6 22.9 7.2 274.7 

7 31.4 8.5 321.2 

8 ∞ ∞ 351.5 

 

VS30 = 216.4 ± 10% [m/s] 

 

Sintesi dei parametri del modello di sottosuolo 

ottenuto e Valore di Vs30 calcolato. 

 




